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With over 25 years of experiences in mechanical seal industry,

YALAN has got 28 patents and a lot of other certificates and honors.
YALAN's design department has the full ability to design custom
mechanical seals according to different special requirements from
our clients. Beside for being certificated with ISO 9001:2015,

YALAN Seals is also one of the 200 companies in China which have the
national industrial production permission for mechanical seals.
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FULLY CUSTOMIZABLE ACCORDING TO
THE ACTUAL OPERATING CONDITIONS

CONTACT US WITH YOUR DEVICE DIMENSIONS
A AERIREE S ERNMBEHBRAE,

BERBANMHE A RRIE SHX T,

Email: contact@yalan-seals.com

Landline: +86-551-64287402

Mobile: +86-18356957562

+86-17775378093

Fax: +86-551-64247831

Website: www.yalan-seals.com

HQ Office: 21st Floor, Lanjing International Building,
City of Hefei, Anhui, China
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Who We Are / Where We Are - =F I =24

YALAN Component Co., Ltd. was founded in 1993 as a national high
\N H W E A R E technology enterprise. After over 18 years of design and production
experiences in seal component industry, YALAN has become a

professional seal supplier that owns a full set of chain from product design
?‘ & 1' ] and development, manufacturing, sales and after-sales support services.

ESTABLISHED IN 1993 With continuous innovations, YALAN has accomplished a lot of honor and

awards by both national and local government. The company right now
69 FULL TIME WORKERS has over 15,000 square meters production facilities, 10 main production
ANNUAL REVENUE: USD 13 MILLION lines with 69 full time workers in the factory and an annual revenue of
NEIRIIF 19934 USD 13 million.
T HOBEMMAT YT ZBHEARADTREN—REUNENHBHAL. £ HENRST
EFE1300F £ T —REUE SIS B, R F1993%, UFHEHRE—RBEEZE, EMELX

108075 7T, BEEH26005H L. MABRN=EERKA. HEEIFRREZEH=mI
BARS, ERFINESET "BRESHRAEL" | "REECIFHEEL" |
"RPEBETR . "REEEEER FRENRS.

BERACFMEZHEE, AREBEEEXNHZE. ZRIRZEHTERE
ROENMBEH = ARFEEM M, ERE. EEMIIILEBIEREHRKE,
BAFRELERRKE, FRICOZEATAB. LI, B MR REFTE,
FRHORBEMKRESE, 2014F "THE" GHREACHREE "ES@R"
2016 FRKRME "B m" HS, ARASSHEITIRERRAEM2TTILIRAE.

: h have the same level of quality but more affordable prices,
NO. OF PRODUCTION LINES: 10 paf:&\& K) L‘%e/ XE'%”%: sgc&z)éo?fzrfts érom fcg\ou(s:1 ;ndusﬁtol COHE%%]ES
’ s { as - , Andritz, KSB, John Crane, Grundfos, Siemens, .
;ERggATE' 1829001'20]5 Flexibox, EG&G SEAL OL, Roten, Sundyne, Chesterton, Pillar and etc.
FFEREE: 105 _
g ! ZEB [ ZMNATFARY iL“f'iﬁJi HepZRBANWZESHSLEAA LR THE
REEEARIAE: 1SO9001:2015 ‘ BESTRMLIR, HAR. BR. EHR. 5kR. BHE HAZ

KRR BHER. RRRE, ARERNESMALZATRES. BFE
Iﬁ*%ﬂl EHRE. KL ,?7kihiilﬁééﬁﬁi§1ﬁﬁﬂ’]mbﬁﬁiT:.EE

WHERE WE ARE
,jJ\/AiZ] ﬁﬁ He Office v:ey/ ‘?%M'*i

YALAN HQ works as a
sales, support and
design center for the
company.

No. of Employees: 20
No. of Designers: 10

HQ OFFICE: 21ST FLOOR,
LANJING INTERNATIONAL BUILDING
CITY OF HEFEI, ANHUI
CHINA

4 /\IILEI,I\-‘JE : FH'«“-‘ He E@T\ I—\ = I\ﬁ:a%ﬁﬁgﬁ%\
DABE: RBEEGRTEGRERKE21R ﬁ#;ﬁ\ i
5igit4%ERI7]1320% A,
HAPTRRIFIOA,
FACTORY: INDUSTRIAL PARK OF DINGYUAN
CITY OF CHUZHOU, ANHUI YALAN factory
production facilities
CHINA oreoverleOOO -
ety /Ly | — [ . .
T ik REEABMNTEEZEECIEZFHAELZR :ﬁg?;g&“ﬁéﬁ;g‘kc"?
R4IR195 Dingyuan.

No. of Employees: 69

IJ ] EEF15000F K,
LT R &R T R
gﬁ%ﬁ& BRTAH

Factory View / T | X

|| . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Vaccum Pumps - &k R. BiER. EERBBKELENHZH

BIA/21/43 Mechanical Seal
for Clean Water Pumps,
oing Pumps and

uum Pumps

(218 /43R LI 2 &

ol Features: single end, unbalanced, independent

of rotation, rubber bellow, bellow transmission. This
ent has a compact structure with good compatibility,
V. and easy installation.

TR BinmE, EFER, EERE, BRELEE.
gifEe, REEE, BMMEET, HeERE, ERERT

Standards: DIN24960, ISO3069, GB6556
FFatRE: DIN24960, 1ISO3069, GB6556

Scopes of Application: widely used in oil and water circulation
pumps, piping pumps, and vacuum pumps for industries such
as sewage treatment and paper-making. This product can be
an alternative to similar products from EG&G SEAL OL.
MASE: MzEATFLI. 8. EZHA. SKQAE. EREGE.
AREEKR. BER. HEZR. BER. EailHEREIEERE.

Inner Diameter: 12 mm fo 100 mm
HASEE: 12 mm - 100 mm

Materials

Rotary Ring Face: Carbon/SIC/TC
Stationary Ring Face: Al203/SIC/TC
Elastomers: NBR/EPDM/Viton
Springs: S5304/SS316

Metal Parts: S5304/SS316

wE

TR ImE: A2/ iLiE/ ikl
FpILIfuRm: SR/ MR/ RS
WENEH: THERR/ =TT R/ RISRER
S 5S304/5S316

&BEERE: SS304/SS316

Operation Parameters
Pressure: < 0.8 MPa
Temperature: - 20 ~ 120 °C
Linear Speed: < 10 m/s
BEIT5H

E#: < 0.8MPa

mE: -20~120°C

ZiEE: < 10m/s

Mediums: oil, water, weak acid and alkali and other

corrosive mediums.
EAMTR: HRZE K BEE. BEE—REMETR

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Vaccum Pumps - 5k R. BiER. EERBBKESLENHZ

BIA/21/43 Mechanical Seal Dimension Chart - BIAZ!(212Y/43Z) i Z 3 R~ 3B R

D1
|
|
|
|
|
.,_}
d
D

L1 L2
L
Dimensions d D D1 L 151! 12
Shaft Sizes h6 H8

14 14 30 27.5 23.7 18.7 4.5
16 16 32 28.5 26.0 21.0 4.5
18 18 35 31.2 28.5 21.0 6.0
20 20 35 31.8 29.0 21.0 6.5
22 22 37 35.2 335 25.5 6.5
25 25 40 39.0 33.5 25.5 6.5
28 28 43 44.1 33.5 25.5 6.5
30 30 45 45.1 34.5 25.5 75
32 32 48 49.0 42.5 33.5 75
33 33 48 49.0 42.5 335 TESS
35 35 50 50.2 425 33.5 7.5
38 38 56 353 42.5 33.5 )
40 40 58 57.0 42.5 335 7.5
43 43 61 60.7 46.0 36.5 8.0
45 45 63 62.5 47.5 38.0 8.0
48 48 66 66.5 47.5 38.0 8.0
50 50 70 68.6 47.5 38.0 8.0
53 53 73 70.8 50.5 41.0 8.0
55 55 V5] 72.4 50.5 41.0 8.0
58 58 78 80.0 5125 42.0 8.0
60 60 80 83.0 51.5 42.0 8.0
65 65 85 87.2 52.5 43.0 9.5
70 70 92 91.6 56.0 45.0 9.5
75 75 97 99.4 60.0 48.0 10.0
80 80 104 104.6 *  67.0 55.0 10.0
85 85 109 111.0 76.2 64.2 10.0
90 90 114 113.0 78.2 68.2 10.0
100 100 125 124.0 76.0 62.0 12.0

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Vacuum Pumps - i5KR. BiER. EZRABGKRKENEIRZE

2100, AKA U4901 or INT
Mechanical Seal for

uum Pumps, Submerged
ors, Compressors, and
elerators

) (U4901/INT) B {11 25

ol Features: single end, balanced, independent direction
dtation, rubber bellow, bellow transmission mechanical seal.
is component seal has a compact structure and good
compatibility and it is easy to install. The bellow and the spring
provide pressure compensation to the sealing faces. The rubber
bellow design can prevent radial run-out so the floatability of
the rotary ring is increased.

SR RiRE, FEE, FEEE, BRELEE. SRS,
REMRE, REFE RUESHERBENMZEZHIFEENS
BNEZ, RYUEMMEMNERBS, B8 THHRNZEIIT.

Standards: DIN24250, ISO3069, GB6556, EN12756
TEHTRE: DIN24250, ISO3069, GB6556, EN12756

Scopes of Application: mainly used in cenfrifugal pumps,
vacuum pumps, submerged motors, compressor, agitation

equipment and decelerators for sewage treatment
engineering, pharmacy, paper making and food
This component can work as an alternative to the
product of John Crane.
BLRASUS: INiZRAFiSRLGE. kI, #%4. &R 8
AESKR. BER. BKR. BER. #HKEH.
RS ERE,

Inner Diameter: 10 mm to 100 mm
HAESEE: 10 mm -100 mm

Materials
Rotary Ring Face: Carbon/SiC/TC
Stationary Ring Face: Al203/SIC/TC
Elastomers: NBR/EPDM/Viton

Springs: SS304/SS316

Metal Parts: SS304/SS316

Wt

WERIRURTE . A2/ Wil RE/ MRl
BRILINIRE . LR/ RILEE/BRibss ﬁ%ﬁ
HENES: TR/ =T TR/ SRR i
SAEE. SS304/SS316
&EER4: SS304/SS316

Operation Parameters
Pressure: < 1.2 MPa
Temperature: - 20 ~ 120 °C
Linear Speed: < 10 m/s

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Vaccum Pumps - &7k R. BiER. EER BB KBV Z

2100, AKA U4901 or INT Mechanical Seal Dimension Chart
- 2100 (U4901/INT)EUAL i 25 1 R~ XTER %

D3
02

Lilanl
imensions d D D2 D3 L1 112 L13 L2 L3
Shaft Sizes h6 H8 0.5 +0.5 £05

12 12 23 22 24 15 26.5 34.0 5.0 4.5
14 14 25 24 26 15 29.0 34.0 5.0 4.5
16 16 27 26 28 15 29.0 34.0 5.0 4.5
18 18 33 32 34 20 315 39.0 VA 6.0
20 20 35 34 36 20 31.5 39.0 8.0 6.5
22 22 37 36 38 20 315 39.0 8.0 6.5
24 24 39 38 40 20 34.0 44.0 8.0 6.5
25 25 40 39 41 20 34.0 44.0 8.0 6.5
28 28 43 42 44 26 36.5 44.0 8.0 6.5
30 30 45 44 46 26 355 43.0 9.0 7.5
32 32 48 46 48 26 355 48.0 9.0 7.5
33 33 48 47 49 26 355 48.0 9.0 7.5
35 35 50 49 51 26 34.5 47.0 9.0 7.5
38 38 56 54 58 30 37.0 47.0 9.0 7:5
40 40 58 56 60 30 37.0 47.0 9.0 7.5
43 43 61 59 63 30 37.0 52.0 9.5 8.0
45 45 63 61 65 30 37.0 52.0 9.5 8.0
48 48 66 64 68 30 35.0 50.0 9.5 8.0
50 50 70 66 70 30 375 50.0 9.5 8.0
33 53 73 69 73 30 375 60.0 9.5 8.0
55 55 75 71 75 30 37.5 60.0 9.5 8.0
58 58 78 78 83 33 42.5 60.0 9.5 8.0
60 60 80 80 85 33 40.5 58.0 9.5 8.0
63 63 83 83 88 33 40.5 58.0 9.5 8.0
65 65 85 85 90 33 40.5 68.0 9.5 8.0
68 68 90 88 93 33 40.5 68.0 9.5 8.0
70 70 92 90 95 33 48.0 68.0 11.0 9.5
75 75 97 99 104 40 48.0 68.0 12.0 10.0
80 80 105 104 109 40, 47.5 T13 12.0 10.0
85 85 110 109 114 40 47.5 1705 12.0 10.0
90 90 115 114 119 40 52.5 77.5 12.0 10.0
95 95 120 119 124 40 525 715 14.0 11.0
100 100 125 124 129 40 52.5 TS 14.0 11.0
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Seals for Clean Water / Piping / Vacuum Pumps - i5KR. BiER. ETZRABGRKEUEIREZE

MG1, AKA U4801
Mechanical Seal for Water
mps, Piping Motors, and
uum Pumps
(U4801) B 25 £

ol Features: single end, unbalanced, fixed direction of

, rubber bellow fransmission mechanical seal.

ponent seal has a compact structure and good
dtibility and it is easy to install. The bellow and the spring
ovide pressure compensation to the sealing faces. The
rubber bellow design can prevent radial runout so the
floatability of the rotary ring is increased.

gfss: RunmE. EFEEE. BEREBR. BRESE RS, B
BE, RAMRRE, REAE. BUESHHFREENMEEZ TG
EMSEMESR, KHAUEMMEMNZERNS), RS THRNZNE.

Standards: DIN24250, ISO3069, GB6556, EN12756
BERAE: DIN24250, ISO3069, GB6556, EN12756

Scopes of Application: widely used in water pumps,

piping pumps, sewage pumps, immersible motors, vacuum
equipment and other rotary devices for sewage teartment,
city water supply, chemical engineering, pharmcy, food
processing, and paper making.

FIRSUS: [ZMAFiSKEE,. M. #Hok. L
. ERETE. ATREFKR. BER. 5KR.
HTERBESERFREREE.

Inner Diameter: 10 mm fo 110 mm
HAESEE: 10mm - 110 mm

Materials

Rotary Ring Face: Carbon/SIC/TC
Stationary Ring Face: Al203/SIC/TC
Elastomers: NBR/EPDM/Viton
Springs: $5304/SS316

Metal Parts: SS304/SS316

2L

TR IR : A 2 /B b/ Bkl
FrILIrumE . SEfLER/BRILRE/BRILES
HEETEH: THEER/ZTCHRE/FBRER
e 5S304/SS316

&BEBMH: SS304/SS316

Operation Parameters
Pressure: < 1.0 MPa
Temperature: - 20 ~ 120 °C
Linear Speed: < 10 m/s

BT

EAH: < 1.0MPa Mediums: oil, water, sev
iBE: -20~120°C paper pulp and othe
ZiEE: <10m/s BAMR: B, K FK

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Vacuum Pumps - Kk R. BiER. BEEZRABRKKLENNZH

MGI12 (G13) & U4801G12 (13)
Mechanlcal Seal for
er Pumps, Submerged
Viofors, and Piping Pumps

Gl12 (G13) & U4801G12 (13)2!
pam B_‘I :':\

Kin £
Ural Features: single end, unbalanced, fixed direction
ilion, rubber bellow fransmission mechanical seal.
edl component has a compact structure and good
ompatibility and it is easy to install. The bellow and the spring
provide pressure compensation to the sealing faces. The
rubber bellow design can prevent radial runout so the
floatability of the rotary ring is increased.

SN RinE. FEHE. BERER. BRRAEES. S
‘%‘/é FEMRE, REFHE. RUESHERMBENIMEERH

mEMSEMEE, RAEMMEMMNZENE, RS TR
il:ﬁil'l‘io

Standards: DIN24250, ISO3069, GB6556, EN12756
FratRfE: DIN24250, 1ISO3069, GB6556, EN12756

Scopes of Application: widely used in water pumps,

piping pumps, sewage pumps, immersible motors, vacuum
equipment and other rotary devices for sewage teartment,
city water supply, chemical engineering, phamcy, food
processing, and paper making.

RIS ZRATFISkEE, B, k. I, B,
B ERETME. TREKR. EER. B5AR. HkEHl.
HTRESRBRERE.

Inner Diameter: 10 mm fo 110 mm
MHSEE: 10mm-110mm

Materials

Rotary Ring Face: Carbon/SIC/TC
Stationary Ring Face: Al2O3/SIC/TC
Elastomers: NBR/EPDM/Viton
Springs: SS304/SS316

Metal Parts: SS304/SS316

L

HEREIRGRME . A2/ BRILEE/ LS
bR . SR/ AL RE/ il
WEVEE: THRBR/ =T ZEER/FIRER
388§ 5S304/SS316

EBERH: SS304/SS316

Operation Parameters
Pressure: < 1.0 MPa
Temperature: - 20 ~ 120 °C
Linear Speed: < 10 m/s

ETSH

EA: <1.0MPa Mediums: oil, water, sewagd
mE: -20~120°C paper pulp and other w:
ZiEE: <10m/s BAME: B, K Bk B

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Vaccum Pumps - &7k R. BiER. EER BB KBV Z

MG1, MG12, and MG 13 Mechanical Seal Dimension Chart
- MG1, MG12, and MG 13Z!H i Z R~ X%

460

. __\ B /'<,
d
D15
D
D14

% 3 - 5 ._
SO0 . -
| B j\
LICGD s G
LICGID) L4
LBCGR)
imensions d D D14 D15 D2 D3 L1 L12 L13 L2 L3 L4 L5
Shaft Sizes hé6 H8 H8 H11 +05 | =05 | £05
14 14 25 24.6 20.5 28.5 30.0 17.0 28.4 334 6.6 4.5 6.5 5.6
16 16 27 28.0 22.0 28.5 30.0 17.0 28.4 334 6.6 4.5 8.5 7.5
18 18 33 30.0 24.0 32.0 33.0 19.5 30.0 37.5 75 6.0 9.0 8.0
20 20 35 35.0 29.5 37.0 38.0 215 30.0 375 7.5 6.5 8.5 7.5
22 22 37 35.0 29.5 37.0 38.0 21.5 30.0 37.5 7.5 6.5 8.5 1.5
24 ‘24 39 38.0 32.0 425 44.0 225 325 425 7:5 6.5 8.5 75
25 25 40 38.0 32.0 42.5 44.0 23.0 325 425 75 6.5 8.5 75
28 28 43 42.0 36.0 49.0 50.0 26.5 35.0 42.5 75 65 10.0 9.0
30 30 45 45.0 39.2 49.0 50.0 26.5 35.0 425 75 6.5 115 10.5
32 32 48 48.0 422 535 55.0 275 35.0 47.5 75 6.5 11.5 10.5
33 33 48 50.0 442 53.5 55.0 27.5 35.0 47.5 1.5 6.5 12.0 11.0
35 35 50 52.0 46.2 57.0 59.0 28.5 35.0 47.5 1.5 6.5 12.0 11.0
38 38 56 55.0 49.2 59.0 61.0 30.0 36.0 46.0 9.0 ‘1.5 1.3 10.3
40 40 58 58.0 522 62.0 64.0 30.0 36.0 46.0 9.0 75 11.8 10.8
43 43 61 62.0 533 65.5 67.0 30.0 36.0 51.0 9.0 8.0 13.2 12.0
45 45 63 64.0 553 68.0 70.0 30.0 36.0 51.0 9.0 8.0 12.8 11.6
48 48 66 68.4 59.7 70.5 74.0 30.5 36.0 51.0 9.0 8.0 12.8 11.6
50 50 70 69.3 60.8 74.0 77.0 30.5 38.0 50.5 9.5 8.0 12.8 11.6
53 53 73 723 63.8 78.5 81.0 33.0 36.5 59.0 11.0 8.0 13.5 12.3
55 55 75 75.4 66.5 81.0 83.0 35.0 36.5 59.0 11.0 8.0 14.5 13.3
58 58 78 78.4 69.5 85.5 88.0 37.0 41.5 59.0 11.0 8.0 14.5 13.3
60 60 80 80.4 T1S 88.5 91.0 38.0 41.5 59.0 11.0 8.0 14.5 13.3
65 65 85 85.4 76.5 93.5 96.0 40.0 41.5 69.0 11.0 8.0 142 13.0
70 70 92 92.0 83.0 99.5 103.0 40.0 48.7 68.7 113 95 14.2 13.0
75 75 97 99.0 90.2 107.0 | 110.0 40.0 48.7 68.7 1.3 95 15.2 14.0
80 80 105 104.0 95.2 112.0 | 116.0 40.0 48.0 78.0 12.0 10.0 16.2 15.0
85 85 110 109.0 | 100.2 | 120.0 | 124.0 | 41.0 46.0 76.0 14.0 10.0 16.0 14.8
90 90 115 114.0 | 105.2 | 127.0 | 131.0 | 45.0 51.0 76.0 14.0 10.0 16.0 14.8
95 95 120 120.3 111.6 | 132.0 | 136.0 46.0 51.0 76.0 14.0 11.0 17.0 15.8
100 100 125 123.3 | 114.5 | 137.0 | 141.0 47.0 51.0 76.0 14.0 11.0 17.0 15.8

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com




yalanseals

MECHANICAL SEAL EXPERT

\/ !E“E ::j 4: MREEER

Seals for Clean Water / Piping / Screw Pumps - &K R. EiHER. BHRHGRELENRZEH

YL MG9 Mechanical Seal for
Clean Water Pumps, Circulating
mps and Vacuum Pumps

]
GO EUHL M 25 £
ol Features: single end, unbalanced, independent
of rotation, rubber bellow transmission. This
ent has a compact structure with good compatibility
sy installation. The bellow and the spring provide
compensation to the sealing faces. The rubber
design can prevent radial runout so the floatability of
dtary ring is increased.
PR BiINE. FPEE. EERER. BREAEED.
EMRE, REMRE, REARE. RUESEFREENIMEE
ZIHImEWSEMES, KOERIMEMEZER D, RS THH
RpER i

Standards: DIN24250, ISO3069, GB6556, EN12756
&R DIN24250, ISO3069, GB6556, EN12756

Scopes of Application: widely used in centrifugal pumps,
piping pumps, sewage pumps, immersible motors, piping
pumps, screw pumps, vacuum equipment and other rotary
devices for sewage treatment, city water supply, chemical
engineering, phamacy, food processing, and paper making.
RIS : [z AFiSKAE,. HEL. #Hk. LI %,
B, BERETE. ARFKR. BER. BFR. 5KER.
HkEll. ETRESRERERE.

Inner Diameter: 10 mm fto 100 mm
MABSEE: 10 mm - 100 mm

Materials

Rotary Ring Face: Carbon/SIC/TC
Stationary Ring Face: Al203/SIC/TC
Elastomers: NBR/EPDM/Viton
Springs: SS304/SS316

Metal Parts: S5304/SS316

ZEE]

WEREIR ORI . A2 /B ibiE/ Bl
EpILIRERME: SALR/BRALRE/RRILES
WHZEH:. THEER/ZTCHR/FBRER
3EE. SS5304/SS316

£BEBMH: SS304/SS316

Operation Parameters
Pressure: < 0.8 MPa
Temperature: - 20 ~ 90 °C
Linear Speed: < 10 m/s
ETS5H

EH: <08 MPa

BE: -20~90°C

ZIEE: < 10m/s

Mediums: oil, water, sswage, food and beverage,
paper pulp and other weak-corrosion content.
BEBAMR: W, K 5K B KRESHEFRENR.

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Screw Pumps - EKR. EiER. BHRABRKKSLEVMNZH

YL MG9 Mechanical Seal Dimension Chart - YL MGOZIH #2251 R ~F X B &

Iy MG910/d1 - G50 AB
l15£004” MG901/d1 - G55 C
I MG913/d1 - G60 A

li5*08 MG920/d1 - G50 AB

l*' MG912/dt - G6O A
114005 MG921/d1 - 655 C

S o~
| - [8
= 1
d dg d7 dy dig dy dp W Ik N LS Is g k7 ls In
10 17 21 110 2460 196 130 530 325 40 340 15 4 75 66 90
12 19 23 135 2780 216 150 530 325 40 340 15 4 75 66 90
14 21 25 170 3095 240 180 545 350 40 355 15 4 90 66 105
15 - - 170 3095 250 190 545 - - 355 - - 90 - 105
1 23 271 170 3095 265 200 545 350 40 355 15 4 90 66 105
18 27 33 200 3415 200 20 545 375 45 35 20 5 90 75 105
20 29 3B 215 3570 35 245 545 375 45 35 20 5 90 75 105
2 31 37 230 3730 3BO 270 545 35 45 35 20 5 90 75 105
24 33 39 265 405 370 2200 545 400 50 355 20 5 90 75 105
25 34 40 265 405 380 300 545 400 S0 355 20 5 90 75 105
28 371 43 205 4765 410 340 720 425 50 450 20 5 105 75 120
30 39 45 325 5080 430 360 720 425 S0 450 20 5 105 75 120
32 42 48 35 5080 450 380 720 425 55 450 20 S5 105 75 120
33 42 48 b5 5400 460 390 720 425 55 450 20 5 105 75 120
35 4 50 365 5400 480 410 720 425 55 450 20 5 105 75 120
3 49 56 395 5715 525 445 720 450 55 450 20 6 105 90 120
40 51 58 425 6035 555 475 720 450 55 450 20 6 105 90 120
43 54 61 460 6350 585 505 830 450 60 530 20 6 105 90 120
45 56 63 460 6350 605 525 830 450 60 530 20 6 105 90 120
48 59 66 490 6670 640 560 830 450 60 530 20 6 105 90 120
5 62 70 520 698 660 S80 845 475 60 545 25 6 120 95 135
53 65 73 555 7305 690 610 845 475 70 545 25 6 120 110 135
55 67 75 585 7620 710 630 845 475 70 545 25 6 120 110 135
58 70 78 615 7940 760 660 845 525 70 545 25 6 120 110 135
60 72 80 615 7940 780 680 845 525 70 545 25 6 120 110 135
63 75 8 650 8255 820 7S5 845 525 70 545 25 6 120 110 135
65 77 8 680 9210 840 735 80 525 80 650 25 6 145 110 160
68 81 9 710 9525 870 765 80 525 80 650 25 7 145 113 160
70 83 9 710 9525 890 790 80 600 8 650 25 7 145 113 160
75 88 97 775 10160 950 850 890 600 8 680 25 7 145 13 160
80 95 105 840 11430 1015 915 990 600 90 760 30 7 185 120 200
8 100 110 870 11750 1070 970 990 600 90 760 30 7 185 140 200
9 105 115 935 12385 1115 1030 1030 650 90 790 30 7 185 140 200
95 10 120 95 12700 1175 1080 1030 650 90 790 30 7 185 140 200
100 115 125 1030 13335 125 1140 1060 650 90 820 30 7 185 140 200

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Water / Piping Pumps - i57kR. EiERBABRRKEULEVMZE

301 (BT-AR) Mechanical Seal
for Piping Pumps and Clean
Water Pumps

301 (BT-AR) B4 i 2 £

Structural Features: single end, unbalanced, independent
direction of rotation, rubber bellow transmission mechanical
seal. This component seal has a compact structure and good
compatibility and it is easy to install. The bellow and the spring
provide pressure compensation to the sealing faces. The

bber bellow design can prevent radial runout so the

atability of the rotary ring is increased.

QS BiNE. FEEE. EEER. BREAEE. 418
REMRE, REAE. RUESREREENIMEER R
:.Ehu%&.. BYERMEMBZm SN, RS TIHEE,

dards: DIN24250
~AE: DIN24250

ppes of Application: designed for water pumps, piping

mps, submerged agitators, temperature control pumps and
other rotary devices for sewage treatment, food processing.
water supply and other civilian usages. This component can
work as an alternative fo Burgmann BT-AR.

BRGHE: IMzMATFEKLE. &R HibkERBSE.
AREIEAR. EiER. BHkEES BRERFRBREEE.

Inner Diameter: 6 mm fo 60 mm
MIESEE: 6 mm to 60 mm

Materials

Rotary Ring Face: Carbon/SIC/TC
Stationary Ring Face: Al203/SIC/TC
Elastomers: NBR/Viton/EPDM
Springs: $S304/SS316

Metal Parts: $5304/SS316

¥

FEASIRIMIE . A2 /Rl iE/fRIbES
BLInE . SR/ RAbRE/ il
HEMZEH: TEER/ABR/=ZTZHEBER
3EE. SS5304/SS316

£BEBM: SS304/5S316

Operation Parameters
Pressure: < 0.6 MPa
Temperature: - 20 ~ 100 °C
Linear Speed: < 10 m/s
ETSH

EA: < 0.6MPa

iBE: -20~100°C

LIEE: < 10m/s

Mediums: oil, water, and week corrosive mediums.
BEAMNR: K. HNSFEHREN R,

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical / Screw Pumps / L T&R. BHFRABEXVWZE

104 Mechanical Seal for
Chemical Centrifugal Pumps,
Screw Pumps, and Sewage

Pumps
1042 Z £

Structural Features: single end, single spring, unbalanced,
Lhdependent direction of rotation, lug transmission.
component has chemical resistance, a simple structure
ghigh reliability.

A BummE, %, EFHE, LEED. SHES,
GRS, ReiRE, WEihaENE, FHiK.

pes of Application: designed for chemical pumps, screw
ps, oil pumps, and paper making equipment, mainly used

SRS CERATAR. KT, KTER. kLB, LasF,
TRLTER. BFR. BER EREELEEEERE,

Inner Diameter: 16 mm fo 120 mm
MAESEE: 16 mm - 120 mm

Materials

Rotary Ring Face: SIC/TC

Stationary Ring Face: Carbon/SIiC/TC
Elastomers: NBR/EPDM/Viton/PTFE
Springs: $S5304/SS316

Metal Parts: SS304/SS316/SS316L

e

WEREIRGRM . MRlb /B LS
FRILIRURM: A2/ MR EE/mRiLEs
WENEE: THRBE/ZTZAR/FBER/BRERZE
8. S5304/SS316

EBERME: 4105/S5304/55316/SS316L

Operation Parameters
Pressure: < 0.8 MPa
Temperature: - 20 ~ 150 °C
Linear Speed: < 15m/s
BITSH

EA: <0.8MPa
BE: -20~150°C
ZIEE: < 15m/s

Mediums: oil, water, amorphism acid. alkali,
salt, and organic solvents. _

Landline: +86-551-64287402 Email: contact@yalan-seals.com






